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#1. Plug the USO9ML2 into an available USB port on 
your computer or connected hub.  The screen above 
appears, telling you that there is a new device plugged 
into the USB bus.  Click on the Next> button. 

 
#2. The screen above appears.  Make sure Search for the 
best driver for your device is selected.  Then select the 
Next> button. 
 

 
    

Model:  USO9ML2 

Connect an RS-232 Device to a USB Port CE 
With Isolation 

 

 

Overview
 

Connect a legacy RS-232 device to a USB port and gain isolation from voltage spikes and group loops. The
USO9ML2 is a USB (Universal Serial Bus) port to isolated RS-232 converter. This converter requires no PCI/ISA slots
or IRQs. Simply plug the converter into an available USB port on your computer or hub. Windows will configure the
converter as an additional COM port, compatible with your Windows applications.

The serial port side is DB-9 male. A pair of LEDs shows when RS-232 data is being received or transmitted.
The USB side (USB-B female) permits quick setup. Just plug in the USO9ML2 and Windows will install the drivers and
set up the converter. The USB bus supplies power so no separate power supply is needed. The converter has 2000 volt
RMS of isolation.

 

 

 

Installation for Windows 98
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#3. The screen above appears.  Make sure Floppy disk 
drive is selected.  Insert the USO9ML2 Driver disk into the 
floppy drive.  Then select the Next> button. 

#4. The screen above appears.  Make sure USO9ML2 
Isolated RS-232 Converter is listed as the device.  
Then select the Next> button. 

 

 

 

 

 

 

 

 

 

 

 

 
 
 

 
 
 

Specifications 
Dimensions: 3.0 x 0.9 x 1.7 in (7.7 x 2.3 x 4.3 cm)
Temperature Range: 32 to 158o F (0 to 70o C)
RS-232 Baud Rate: Up to 460 kbps
USB Baud Rate: High speed device
USB Power: Low power device (draws < 100mA)
Operating System: Windows 98, 2000, XP, & ME
Accessories: Driver disks on 3.5 in. media
Isolation: 2000 RMS

DECLARATION OF CONFORMITY
Manufacturer’s Name: B&B Electronics Manufacturing Company
Manufacturer’s Address: P.O. Box 1040

707 Dayton Road
Ottawa, IL 61350 USA

Model Number: USO9ML2
Description: USB to RS-232 Converter
Type: Light industrial ITE equipment
Application of Council Directive: 89/336/EEC
Standards: EN 50082-1

EN 61000 (-4-2, -4-3, -4-4, -4-6)

William H. Franklin III, Director of Engineering

 
#5. The screen above will appear.  Click the Finish button to 
complete the installation. 
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Installation Instructions for 2000/XP 
 
 

 
  

Attach USB Cable to CPU and Adapter.        Click Next on this screen to continue. 
Make sure to choose Advanced. 
 
 
 
 
 

  
Click on Continue Anyway to ignore this warning.   Press Finish to continue. 

 
 
 
    
 
 
 
 
 

http://www.liberatingtechnologies.com 
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     Choose advanced again to continue installation.               Click Next to continue. 
 
 

      
     Click Finish to complete the installation. 
 
 

     Installation can vary from computer to computer.  The most common steps are outlined 
above.   


